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https://www.heatpress.cn/products/Mug-Tumbler-Press.htm
https://www.heatpress.cn/products/MP-70-Mug-Heat-Press.html

MICROTEC New Digital Mug Press

e Smaller & Lighter
® Elegant & Smart Design
# support multiple size heateiment
e Completed Metal Frame
e More Favorable Price

A brand new & unique mug press released by Microtec!
It's made of solid metal frame, supporting multiple size mug heaters (max. 18 cm length)

After several months of testing, modificating and perfecting, we are sure
that now is the right time to bring it out!

We are confident that this machine will help you to develop

a new market and win more business!

F eatures.
Completed Metal Frame
Elegant & Smart Design
Digital Time& Temp. Controller
C & °F Read Out

Smaller & Lighter

Freight Cost Saving

Maore Favorable Price

Speciﬁcation:

Machine Size: L358*"W190*H167mm
Voltage: 120V 220V

Power: 300W

Time Range: 0-999 sec.

Maximum Temp: 225 C
Temperature Accuracy: +0.5%
Packing Size: 42*32*28cm

Gross Weight: Skg

e BLACK o RED waGREEN

- T TOM COLO,
Optronal mug heater: ACCEPT CUSTOM COLOR
6~90z mug heater.

110z mug heater

120z [atte mug heater,

170z latte mug heater,

Accept custom size
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300W
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225°C

+0.5%

47x31x36cm

8.5kg/9kg/13.3kg
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